
Peco Appoximate
Catalog# Bolt	  Size Nominal Min Max Nominal	   Min Max Min Max Quantity	  in	  50	  Lbs.

14FWG8SAEYZJ 1/4 9/32 0.276 0.296 5/8 0.620 0.640 0.0360 0.0650 10,000
516FWG8SAEYZJ 5/16 11/32 0.339 0.359 11/16 0.681 0.703 0.0510 0.0800 10,000
38FWG8SAEYZJ 3/8 13/32 0.401 0.419 13/16 0.805 0.827 0.0640 0.1040 7000
716FWG8SAEYZ 7/16 15/32 0.464 0.484 59/64 0.915 0.937 0.0640 0.1040 5000
12FWG8SAEYZJ 1/2 17/32 0.526 0.546 1-‐1/16 1.055 1.092 0.0640 0.1040 2425
916FWG8SAEYZ 9/16 19/32 0.589 0.609 1-‐3/16 1.149 1.186 0.0860 0.1320 2250
58FWG8SAEYZ 5/8 21/32 0.649 0.686 1-‐5/16 1.305 1.342 0.0860 0.1320 1340
34FWG8SAEYZ 3/4 13/16 0.805 0.842 1-‐15/32 1.462 1.499 0.1080 0.1600 1120
78FWG8SAEYZ 7/8 15/16 0.931 0.968 1-‐3/4 1.743 1.780 0.1220 0.1770 695
1FWG8SAEYZ 1 1-‐1/16 1.055 1.092 2 1.993 2.030 0.1360 0.1920 555

118FWG8SAEYZ 1-‐1/8 1-‐1/4 1.243 1.280 2-‐1/4 2.243 2.280 0.1360 0.1920 435
114FWG8SAEYZ 1-‐1/4 1-‐3/8 1.368 1.405 2-‐1/2 2.493 2.530 0.1360 0.1920 350
112FWG8SAEYZ 1-‐1/2 1-‐5/8 1.618 1.655 3 2.993 3.030 0.1530 0.2130 240

Non	  Stock 1-‐3/4 1-‐7/8 1.868 1.905 3-‐3/8 3.368 3.405 0.1530 0.2130 150
Non	  Stock 2 2-‐1/8 2.118 2.155 3-‐3/4 3.748 3.780 0.1530 0.2130 125
Material
Hardness

9/3/14

Peco	  Fasteners	  specification	  sheets	  are	  a	  reference	  guide	  to	  help	  in	  the	  selection	  of	  fasteners.	  Peco	  has	  made	  every	  effort	  to	  ensure	  the	  accuracy	  of	  
the	  information.	  However,	  Peco	  Fasteners	  is	  not	  responsible	  for	  any	  errors	  that	  may	  be	  contained	  within	  these	  sheets.	  Peco	  Fasteners	  makes	  no	  

claim	  of	  warranty	  in	  the	  accuracy	  of	  this	  information.	  Users	  of	  this	  information	  are	  solely	  responsible	  for	  protecting	  themselves	  against	  liability.	  It	  is	  
solely	  the	  responsibility	  of	  the	  purchasers	  and	  users	  of	  these	  fasteners	  to	  consult	  with	  Engineers	  that	  are	  experts	  in	  an	  applicable	  field.	  Peco	  

Fasteners	  is	  not	  responsible	  for	  any	  loss,	  claim,	  or	  damage	  due	  to	  these	  specification	  sheets.
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